Corona de Tucson Channel 253A (KRDX)
Contour Protection to Mexican Station XHSAP-FM 253B Agua Prieta

PROPCSED FACILITY

COMMUNITY : CORONA DE TUCSON, ARIZONA
CHANNEL : 253
CALL : KRDX
CLASS : A
INTERNATTIONAL i AA
COORDINATES : N31-55-39 X W1l1Q0-37-57
RADIATING CENTER : 1347 METERS AMSL (100 METERS HAAT)
AZIMUTH TO PROTECTED FACILITY: 123.9 DEGREES TRUE
STANDARD RADIALS : 90.0 HAAT: 92.8 M

: 135.0 HAAT: -24.1 M
INTERPCLATED : 123.9 HAAT: 4.7 M (32 M ASSUMED)
RESTRICTED POWER : 0.847 KW AT 32.0 M ON 123.9 DEGREE RADIAL
INTERFERING CONTOUR : 34 DBU (50,10}

DISTANCE TO INTERFERING CONTOUR: 57.0 KM

PROTECTED ALLOCATION AT AGUA PRIETA, SONCRA, MEXICO

COMMUNITY : AGUA PRIETA, SONORA
CHANNEL : 253

CALL : XHSAP-FM

CLASS : B

COORDINATES : N31-18-24 X W109-33-37
MAXIMUM FACILITY : 150 M AT 50 KW
RELATICNSHIP : CO-CHANNEL

PROTECTED CONTOUR : 54 DBU (50,50)

DISTANCE TO PROTECTED CONTQUR : €5.0 KM
(MAXIMUM PROTECTION FOR CLASS)

SUMMARY
DISTANCE TO PROTECTED CONTOUR (AGUA PRIETA) : 65.0 KM
DISTANCE TOC RESTRICTED CONTOQUR (KRDX) : 57.0 KM
TOTAL DISTANCE RESTRICTED PLUS PROTECTED : 122.0 KM
ACTUAL SPACING + 122.8 KM

CLEARANCE 0.8 KM
NO OVERLAP OF PROTECTED AND INTERFERING CONTOQUR

Note: The proposed Corona de Tucson Channel 253A allotment is at the same site as the
existing Vail Channel 253A assignment.

Hatfield & Dawson Consulting Engineers
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Vail Channel 279A
Allocation Study Exhibits

Hatfield & Dawson Consulting Engineers




FMSTUDY .EXRE

SEARCH PARAMETERS

Copyright 2004,

Hatfield &

Dawson,

Version 1.70

FM Database Date: 050815

Channel: 27932  103.7 MHz Page 1

Latitude: 31 58 16

Leongitude: 110 35 59

Safety Zone: 32 km

Job Title: VAIL 279A
Call City Channel ERP (kW) Latitude Bearing Dist Reg
Status 8t FCC File No. Freq. HAAT (m) Longitude deg-True (km) (km}
KWMT-FM TUCSON 225C 83.000 32-14-56 302.5 57.68 29
LIC AZ BLH-850225KK 92.9 621.0 111-06-59 28.08 CLEAR
NEW-T BENSON 276D 0.004 31-57-38 83.5 15.10 0
APP AZ BNPFT-030826APX 103.1 233.0 110=-23-53 0.00 TRANS
FLORENCE 276C 0.000 32-48-45 340.3 99,22 85
RSV AZ RM-9891 103.1 .0 110-57-30 4,22 CLOSE
KCDX FLORENCE 276C 95.000 DA 32-46-44 339.3 95.87 95
APP AZ BPH-000728ADZ 103.1 614.0 110-57-46 0.87 CLOSE
NEW-T SIERRA VISTA 271D 0.062 31-33-59 142.3 56.78 0
APP AZ BNPFT-03CG317DWL 103.3 210.0 110-13-57 .00 TRANS
NEW-T TUCSCON 277D 0.050 32-18-29 325.9 45,21 0
APP AZ BNPFT-030317EFR 103.3 152.0 110-52-10 (.00 TRANS
NEW-T TUCSON 277D 0.010 DA 32-24-55 347.7 50.43 0
APP AZ BNPFT-030317IIK 103.3 1358.0 110-42-52 0.00 TRANS
NACOZARI DE GARCIA 278C 0.000 30-23-18 154.0 194.97 165
SO RM- 103.5 0.0 109-42-30 29.97 CLEAR
NACOZARI DE GARCIA 278C 0.¢o0 30-23-18 154.0 194.97 165
50 RM- 103.5 0.0 109-42-30 29.97 CLEAR
¥XHRZFM NOGALES 278B 3.020 31-19-28 204.6 79.04 125
50 - 103.5 -83.0 110-56-47 -45.96 SHORT

NOTE: MEXICAN STATION; PLEASE SEE ATTACHED ALLOCATION STUDY
XHRZFM NOQGALES 278B 0.000 31-19-28 204.6 79.04 125
50 - 103.5 0.0 110-56-47 -45,%6 SHORT
NOTE: MEXICAN STATION; PLEASE SEE ATTACHED ALLOCATION STUDY

NEW-T GREEN VALLEY 278D 0.028 31-54-05 260.4 45.89 0
APP AZ BNPFT-030317JGM 103.5 297.0 111-04-41 0.00 TRANS
NEW-T TUCSON 278D 0.075 32-17-31 322.3 45,12 0
APP AZ BNPFT-030317J3G 103.5 178.0 110-53-38 0.00 TRANS
NEW-T TUCSON 278D 0.01¢ 32-13-20 316.5 38.54 0
APP AZ BNPFT-(030314AZN 103.5 133.0 110-52-55 0.00 TRANS

Hatfield & Dawson Consulting Engineers




Version 1.70

FM Database Date: 050815
Channel: 279A 103.7 MHz Page 2
Latitude: 31 58 1leé
Longitude: 110 35 59
Safety Zone: 32 km
Job Title: VAIL 279A
Call City Channel ERP (kW} Latitude Bearing Dist Redq
Status St FCC File No. Freq. HAAT {m} Longitude deg-True {km) (km)
NEW-T WILLCOX 278D 0.050 32-15-16 66.3 79.12 0
APP AZ BNPFT-0303102MU 103.5 22.0 109-45-49 0.00 TRANS
NEW-T WILLCOX 278D 0.050 32-15-16 66.3 79.12 0
APP AZ BNPFT-030827AJI 103.5 22.0 105-49-49 0.00 TRANS
NEW-T BENSON 279D 3.014 31-56-46 95.8 27.317 0
APP AZ BNPFT-030310ALO 103.7 122.0 11G-18-42 0.00 TRANS
NEW-T DOUGLAS 279D 0.0%2 31-20-52 122.9 126.84 0
APP AZ BNPFT-030317CPJ 103.7 169.0 109-28-42 .00 TRANS
NEW-T EL RIO 279D ¢.011 32~13-21 308.7 44,79 0
APP AZ BNPFT-030317JXB 103.7 138.0 116-58-16 0.00 TRANS
NEW-T GREEN VALLEY 279D ¢.028 31-54-05 260.4 45.89 0
APP AZ BNPFT-030317CPX 103.7 297.0 111-04-41 0.00 TRANS
NEW-T TANQUE VERDE 279D 0.010 DA 32-24-55 347.7 50.43 ¢
APP AZ BNPFT-030317IJN 103.7 1361.0 110-42-52 0.00 TRANS
NEW-T TUCSON 278D 0.115 32-17-23 312.1 52.99 ¢
APP AZ BNPFT-C30317CSP 103.7 162.0 111-01-06 0.00 TRANS
NEW LORDSBURG 279C 0.000 32-22-54 75.2 184.61 226
RSV NM - 103.7 0.0 108~42-10 -41.39 SHORT
NOTE: TO 279A VAIL PER THIS PRCOPOSAL
NEW LORDSBURG 279C1 51.000 32-20-48 76.1 180.38 200
CP NM BNPH-050609ABD 103.7 61.0 108-44-21 -19.62 SHORT
NOTE: TO 279A VAIL PER THIS PRCPOSAL
NEW LORDSBURG 279C1 0.000 32-20-48 76.1 180.38 200
RSV NM - 1¢3.7 0.0 108-44-21 -19.62 SHORT
NOTE: TO 279A VAIL PER THIS PROPOSAL
NEW LORDSBURG 279cC 27.500 pa 32-12-59 73.8 99.60 226
AFP NM BNPH-041201CAN 163.7 900.0 108-35-05 -126.40 SHORT
NOTE @ TO 279A VAIL PER THIS PROPOSAL
CANANEA 280B 0.0C00 30-58-57 165.4 113.53 125
50 - 183.9 0.0 110-18-01 -11.47 SHORT
NOTE: MEXICAN ALLOTMENT; PLEASE SEE ATTACHED ALLOCATION STUDY

Hatfield & Dawson Consulting Engineers



FMSTUDY . EXE Copyright 2004, Hatfield & Dawson, LLC Version 1.70
SEARCH PARAMETERS FM Database Date: 050915
Channel: 27%A  103.7 MHz Page 3
Latitude: 31 58 16
Longitude: 11C¢ 35 58
Safety Zone: 32 km
Job Title: VAIL 279A
Call City Channel ERP (kW) Latitude Bearing Dist Reqg
Status S5t FCC File No. Freq. HAAT {(m) Longitude deg-True {km) (km)
KZPT TUCSON 281a 3.000 32-17-23 312.1 52.99 31
LIC AZ BLH-050428ABN 104.1 100.0 111-01-06 21.99 CLEAR
NOGALES 282B ¢.000 31-15-49 204.7 78.24 69
50 - 104.3 0.0 110-56-42 9.24 CLOSE
44444 BEGINNING SEARCH OF SECONDARY DATABASE 44444
NEWFM VAIL 279A 0.000 31-58-16 ¢.0 0.00 115
PROP AZ - 1063.7 0.0 110-35-59 -115.00 SHORT
VACANT ANIMAS 279C1 0.000 31-56-50 9¢.2 200.4¢% 200
PROP NM - 103.7 G.0 108-28-45 0.49 CLOSE
44444 END COF FM SPACING STUDY FOR CHANNEL 279 44444

Hatfield & Dawson Consulting Engineers




Vail Channel 279A (New FM CP)
Contour Protection to Mexican Station XHRZ-FM 278B Nogales

PROCPOSED FACILITY

COMMUNITY : VAIL, ARIZONA
CHANNEL : 279
CALL : NEW FM (FACILITY ID #164116)
CLASS : A
INTERNATIONAL : AA
COCRDINATES : N31-58-16 X W110-35-59
RADIATING CENTER : 1305 METERS AMSL (100 METERS HAAT)
AZIMUTH TO PROTECTED FACILITY: 204.6 DEGREES TRUE
STANDARD RADTALS : 180.C HAAT: —-42.6 M

225.0 HAAT: 9.3 M
INTERPOLATED : 204.6 HAAT: -14.4 M (32 M ASSUMED)
RESTRICTED POWER : 0.190 Kw AT 32.0 M ON 204.6 DEGREE RADIAL
INTERFERING CONTQUR : 48 DBU (50,10}

DISTANCE TO INTERFERING CONTOUR: 13.6 KM

PROTECTED ALLOCATICN AT NOGALES, SONCRA, MEXTCO

COMMUNITY : NOGALES, SONORA
CHANNEL : 278

CALL : XHREZ-FM

CLASS : B

COORDINATES : N31-19-28 X W110-56-47
MAXIMUM FACILITY : 150 M AT 50 KW
RELATIONSHIP : FIRST-ADJACENT
PROTECTED CONTOUR : 54 DBU (50,50}

DISTANCE TO PROQTECTED CONTCQUR : 65.0 KM
(MAXIMUM PROTECTION FOR CLASS)

SUMMARY
DISTANCE TO PROTECTED CONTOUR (NOGALES) : 65.0 KM
DISTANCE TO RESTRICTED CONTOUR (NEW FM) H 13.6 KM
TOTATL DISTANCE RESTRICTED PLUS PROTECTED : 78.6 KM
ACTUAL SPACING H 79.0 KM

CLEARANCE (0.4 KM
NO OVERLAP OF PROTECTED AND INTERFERING CONTOUR

Hatfield & Dawson Consulting Engineers



Vail Channel 279A (New FM CP)
Contour Protection to Mexican Allotment 280B Cananea

PROPOSED FACILITY

COMMUNITY : VAIL, ARIZONA
CHANNEL : 279
CALL : NEW FM (FACILITY ID #164116)
CLASS : A
INTERNATIONAL HE:V.
COORDINATES : N31-58-16 X W110-35-59
RADIATING CENTER : 1305 METERS AMSL (100 METERS EAAT)
AZIMUTH TO PROTECTED FACILITY: 165.4 DEGREES TRUE
STANDARD RADIALS : 135.0 HAAT: 21.3 M

180.0 HAAT: -42.6 M
INTERPOLATED : 165.4 HAAT: -21.9 M (32 M ASSUMED)
RESTRICTED POWER : 6.000 KW AT 32.0 M ON 165.4 DEGREE RADIAL
INTERFERING CONTOUR : 48 DBU (50,10)

DISTANCE TO INTERFERING CONTCUR: 36.2 KM

PROTECTED ALTOCATION AT CANANEA, SQONORA, MEXICO

COMMUNITY : CANANEA, SONORA
CHANNEL : 280

CALL : VACANT

CLASS : B

COORDINATES : N30-58-57 X W110-18-01
MAXTMUM FACILITY : 15C M AT 50 KW
RELATIONSHIP : FIRST-ADJACENT
PROTECTED CONTOUR : 54 DBU (50,50)

DISTANCE TO PROTECTED CONTOUR : €5.0 KM
(MAXIMUM PROTECTION FOR CLASS)

SUMMARY
DISTANCE TC PROTECTED CONTOQUR {CANANEA) : 65.0 KM
DISTANCE TC RESTRICTED CONTOUR (NEW FM) : 36.2 KM
TOTAL DISTANCE RESTRICTED PLUS PRQTECTED : 101.2 KM
ACTUAL SPACING : 113.5 KM

CLEARANCE 12.3 KM
NO OVERLAP OF PROTECTED AND INTERFERING CONTQUR

Hatfield & Dawson Consulting Engineers
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Animas Channel 279C1
Allocation Study Exhibits

Hatfield & Dawson Consulting Engineers




FMSTUDY . EXE Copyright 2004, Hatfield & Dawson, LLC Version 1.70

SEARCH PARAMETERS FM Database Date: 050915
Channel: 279C1 103.7 MHz Page 1
Latitude: 31 56 50
Longitude: 108 28 45
Safety Zone: 32 km
Job Title: ANIMAS 279C1

Call City Channel ERP (kW) Latitude Bearing Dist Reg
Status 5t FCC File No. Freg. HAAT {m) Longitude deg-True {km) {km)
ASCENCION 277C 0.000 31-05-34 154.2 105.23 102
CH - 103.3 0.0 107-59-49 3.23 CLOSE
XHEMFM CIUDAD JUAREZ 278C1 0.000 31-40-13 98.9 188.69 177
CE - 103.5 0.0 106=-30-47 11.69 CLEAR
XHEMFM CIUDAD JUAREZ 278B1 9.840¢ 31-44-12 96.5 150.01 161
CH - 103.5 -26.0 106-29-12 29.01 CLEAR
NACOZARI DE GARCIA 278C 0.000 30-23-18 214.3 208.81 209
50 RM- 103.5 0.0 109-42-30 -0.19 SHORT
NACOZARI DE GARCIA 278C 0.000 30-23-18 214.3 208.81 209
30 RM- 103.5 0.0 109-42-30 -0.19 SHORT
NEW-T WILLCOX 278D 0.050 32-15-16 285.4 132.00 0
APP AZ BNPFT-030310AMU 103.5 22.0 109-49-49 (.00 TRANS
NEW-T WILLCOX 278D 0.050 32-15-16 285.4 132.00 0
APP AZ BNPFT-030827AJI 103.5 22.0 109-49~-49 0.00 TRANS
NEW-T BENSON 279D 0.014 31-56-46 270.4 173.26 0
APP A7 BNPFT-030310ALO 103.7 122.0 110-18-42 0.00 TRANS
NEW-T DOUGLAS 279D 0.092 31-20-52 235.1 115.76 0
APP A2 BNPFT-030317CPJ 103.7 169.0 109-28-42 Q.00 TRANS
NEW-T TANQUE VERDE 279D 0.010 DA 32-24-55 284.5 217.10 0
APP AZ BNPFT-030317IJN 103.7 1361.0 110-42-52 0.00 TRANS
NEW-T DEMING 279D 0.140 32-16-44 60.5 75.36 ¢
APP NM BNPFT-030317FAE 103.7 139.0 107-46-56 0.00 TRANS
NEW LCRDSBURG 279C 0.000 32-22-54 336.5 52.59 270
RSV NM - 103.7 0.0 108-42-10 -217.41 SHORT
NOTE: TO VAIL 279A PER THIS PROPOSAL
NEW LORDSBURG 279C1  51.000 32-20-48 331.2 50.63 245
CP NM BNPH-(Q50609ABD 103.7 61.0 108-44-21 -194.37 SHORT
NOTE: TO VAIL 279A PER THIS PRCPOSAL
NEW LORDSBURG 279C1 0.000 32-20-48 331.2 50.63 245
REV NM - 143.7 0.0 108-44-21 -194.37 SHORT

NOTE: TO VAIL 2792 PER THIS PROPQSAL

Hatfield & Dawson Consulting Engineers



FMSTUDY . EXE Copyright 20

04,

Hatfield & Dawson,

LLC

Version 1.70

FM Database Date: (50915

SEARCH PARAMETERS
Channel: 279C1 103.7 MHz Page 2
Latitude: 31 56 50
Leongitude: 108 28 45
Safety Zone: 32 km
Job Title: ANIMAS 279C1
Call City Channel ERP {kW} Latitude Bearing Dist Reg
Status St FCC File No Freq. HAAT (m) Longitude deg-True (km)  (km})
NEW LORDSBURG 279C 27.500 DA 32-12-59 286.3 108.56 270
APP NM BNPH-041201CAN 103.7 900.0 109-35-05 -161.44 SHORT
NOTE TO VAIL 27%A PER THIS PROPOSAL
NEW-T SILVER CITY 279D 0.092 32-46-52 15.7 96.14 ¢
APP NM BNPFT-030317FDD 103.7 177.0 108-11-58 0.00 TRANS
NEW-T EL PASO 279D 0.205 31-47-36 94.2 207.91 0
APP TX BNPFT-030317GJs 103.7 112.0 106-17-22 0.00 TRANS
CANANEA 280B 0.000 30-58-57 238.6 203.4¢6 195
50 - 103.9 0.0¢ 110-18-01 8.46 CLCSE
KGRT-FM LAS CRUCES 280A 3.00¢C 32-18-33 75.1 161.32 133
LIC NM BLH-7573 103.9 46.0 106-49-24 28.32 CLEAR
NEW-T DEMING 281D 0.14¢0 32-16-44 60.5 75.36 0
APP NM BNPFT-030317FA0 104.1 139.0 107-46-56 0.00 TRANS
NEW-T SILVER CITY 281D 0.092 32-46-52 15.7 96.14 0
APP NM BNPFT-030317FDL 104.1 177.0 108-11-58 0.00 TRANS
44444 BEGINNING SEARCH OF SECONDARY DATABASE 44444
NEWFM  VAIL 2793 0.000 31-58-1% 271.3 200.49 200
PROP VA 103.7 0.0 110-35-59 .49 CLOSE
VACANT ANIMAS 279C1 0.000 31-56-50 0.0 0.060 245
PROP NM - 103.7 0.0 108-28-45 -245.00 SHORT
44444 END OF FM SPACING STUDY FOR CHANNEL 279 44444

Hatfield & Dawson Consulting Engineers
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Virden Channel 228C1
Allocation Study Exhibits
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FMSTUDY .EXE Copyright 2004, Hatfield & Dawscn, LLC Version 1.70
SEARCH PARAMETERS FM Database Date: (050915
Channel: 228C1 93.5 MHz Page 1
Latitude: 32 24 12
Longitude: 108 53 59
Safety Zone: 32 km
Job Title: VIRDEN 228C1
Call City Channel ERP (kW) Latitude Bearing Dist Req
Status St FCC File No. Freq, HAAT (m) Longitude deg-True (km) (km}
KsCQ SILVER CITY 225C2  11.500 32-50-40 51.4 75%.03 79
LIC NM BMLH-390316KA 2.9 312.0 108-14-18 0.03 CLOSE
XHSCAFM CANANEA 227C 0.000 31-03-21 223.5 205.10 209
SO - 93.3 0.0 110-22-52 -3.90 SHORT
NOTE:; MEXICAN STATION; PLEASE SEE ATTACHED ALLOCATION STUDY
XHSCAFM CANANEA 227¢C 15.200 31-03-21 223.5 205.10 209
SO - 93.3 10092.0 110-22-52 -3.90 SHORT
NOTE: MEXICAN STATION; PLEASE SEE ATTACHED ALLOCATION STUDY
NEW-T CLIFTCN 227D 0.140 32-58-13 338.3 67.74 g
APP AZ BNPFT-030317CAE 93.3 141.0 109-10-07 0.00 TRANS
KSNX SHOW LOW 228C3  25.000 34-13-14 332.8 227.38 211
LIC AZ BLH-950%05KE 93.5 45.0 110-01-49 16.38 CLEAR
K228EC CLIFF 228D 0.010 32-58-02 23.¢6 68.36 0
CP NM BNPFT-C30822AWY 83.5 8.0 108-36-19 0.00 TRANS
K228DK DEMING 228D 0.010 32-15-21 98.4 108.81 ¢
LIC NM BLFT-240520TC 93.5 63.0 107-45-26 0.00 TRANS
NEW-T LAS CRUCES 228D 0.023 32-17-34 92.8 207.75 ¢
APP NM BNPFT-(C30313BEY 93.5 325.0 106-41-48 0.00 TRANS
NEW-T MESILLA 228D 0.050 32-24-17 89.4 201.30 g
APP NM BNPFT-030313BPI 93.5 262.0 106-45-36 0.00 TRANS
NEW-T MONTOY2A 228D 0.050 31-48-44 105.9 231.39 ¢
APP TX BNPFT-030317ATL 93.5 58.0 106-32-55 0.00 TRANS
NEW-T CLIFTON 229D 0.140 32-58-13 338.3 67,74 ¢
APP AZ BNPFT-030317CAG 93.7 141.0 109-10-07 0.00 TRANS
KRQQ TUCSON 229C 54.000 DA 32-14-56 265.9 209.37 209
LIC AZ BLH-870909KD 93.7 612.0 111-06=-57 0.37 CLOSE
KXEKQ SAFFCRD 231c1 1.000 32-39-01 287.4 93.21 82
LIC AZ BLH-970805KB 94,1 1307.0 109-50-53 11.21 CLEAR
44444 BEGINNING SEARCH QF SECONDARY DATABASE 44444
VACANT VIRDEN 228cC1 0.000 32-24-12 0.0 0.00 245
VACANT NM - 93.5 6.0 108-53-59 -245.00 SHCORT
44444 END OF FM SPACING STUDY FOR CHANNEL 228 44444

Hatfield & Dawson Consulting Engineers




Virden Channel 228C1
Contour Protection to Mexican Station XHSCA-FM 227C Cananea

PROPOSED FACILITY

COMMUNITY : VIRDEN, NEW MEXICO
CHANNEL : 228C1
CALL : VACANT
CLASS : C1
INTERNATIONAL : C1
COORDINATES : N32-24-12 X W108-53-59
RADTIATING CENTER : 1605 METERS AMSL (100 METERS HAAT)
AZTMUTH TO PROTECTED FACILITY: 223.5 DEGREES TRUE
STANDARD RADIALS : 180.0 HAAT: 335.9 M
225.0 HAAT: 255.9 M
INTERPOLATED : 223.5 HAAT: 258.6 M
RESTRICTED POWER : 100.0 KW AT 258.6 M ON 223.5 DEGREE RADIAT
INTERFERING CCNTOUR : 54 DBU (30,10)

DISTANCE TO INTERFERING CONTCUR: 36.2 KM

PROTECTED ALTLOCATICON AT CANANEA, SONCRA, MEXICO

COMMUNITY : CANANEA, SONORA
CHANNEL : 227

CALL : XHSCA-FM

CLASS : C

COORDINATES : N31-03-21 X W110-22-52
MAXIMUM FACILITY : 600 M AT 100 XW
RELATIONSHIP : FIRST-ADJACENT
PROTECTED CONTQUR : 60 DBU (30,50)

DISTANCE TC PROTECTED CONTQUR : 92,0 KM
(MAXIMUM PROTECTION FOR CLASS)

SUMMARY
DISTANCY. TO PROTECTED CONTOUR (CANANEA) : 92.0 KM
DISTANCE TO RESTRICTED CONTOUR (VIRDEN) : 101.0 KM
TOTAL DISTANCE RESTRICTED PLUS PROTECTED : 193.0 KM
ACTUAL SPACING : 205.1 KM

CLEARANCE 12.1 KM
NO OVERLAP OF PROTECTED AND INTERFERING CONTOUR

Hatfield & Dawson Consulting Engineers
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Gain and Loss Area Study
Exhibits
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